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CONDUCTOR
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COLOUR CODE
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Il iletken Direnci
Conductor Resistance

Il Yalitim Direnci
Insulation Resistance

TEKNIK OZELLIKLER

Il Standard
Standard

:IEC 60228,VDE 0295,HD 383 Sinif- 5

Tavl Elektrolitik Bukult Bakir

:PVC Bilesik,HD 21.1.54,VDE 0281-TI2
:VDE 0293,Numara Kodlu Beyaz
:Uygun Adimda Katlar Halinde
:Tekstil-Bant veya PVC Bilesik
:Politiretan Bilesik

:Parlak Siyah veya Parlak Gri

(Renk Istege Gore Degisebilir.)

IEC 228,VDE 0295,HD 383 Class- 5

Annealed Stranded Electrolytic Copper

:PVC Compound,HD 21.1.54,VDE 0281-TI2
:VDE 0293,Number-Coded White

:In Layers Of Optimum Pitch

:Textile-Tape or PVC Compound
:Polyurethane Compound

:Bright Black or Bright Gray

(Colours on Request.)

0.22 mm? = 85 Q/km
0.34 mm? = 56  Q/km
0.50 mm? = 39  Q/km
0.75 mm? = 26 Q/km

1.00mm? = 195 Q/km
1.50mm? = 133 Q/km
2.50 mm? = 7.98 Q/km

> 20 MQ.km

TS HD 21.1.S4, VDE 0281-0282

Il Poliiretan Malzemeden Yapilan Spiral Kablolar

Uzun Siire Yapisini Korumasi ve Asinmalara,
Yirtilmalara karsi Yuksek Direncli Olduklarindan
Makina Baglanti Kablosu ,Media Marketlerde Stand
Kablosu,Tirlarda Dorse Baglanti Kablosu ,Haberlesme
ve Tip Elektronigi Gibi Bir Cok Alanda Kullanilirlar.
Spiral Boy ve Uclari istege Bagl Olarak Uretilir.

B Made from polyurethane materials Long Time
Spiral Cable Protection Structure and Abrasion,
Tear Resistant Against High Because a Machine
Connection Cable,Media in Market Stand Cable,
In Truck Trailer Connection Cable,Communication
and Medicine Use in Many Fields Such As Electronics,
Spiral Size and Optional Peaks are Produced.

Calisma Voltaji
Operational Voltage

Test Voltaji
Test Voltage

Calisma Sicakhgi
Temperature Range

Biikiilme Capi
Bending Radlius

Damar Sayisi :2-100
Number Of Core

1.50 mm? = 300/500 V
1.50 mm? = 450/750 V

=
2
2.5 kv

-40 °C ~ +90 °C Sabit / Fixed Laying

-5 °C~+70°C Hareketli /Flexible
4xD Sabit / Fixed Laying
10xD Hareketli / Flexible

Kesit :0.22-2.50 mm?
Cross Section
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